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S P E C I F I C A T I O N  S H E E T

PHYSICAL

Material (Power Supply) Extruded aluminium, IP65

Weight (Power Supply) 1.15kg

Dimensions 228mm x 68mm x 39mm

TECHNICAL (POWER SUPPLY)

Input Voltage 100-240V AC 50/60 Hz

Output Voltage 24V DC

Output Current 6.3Amp Max

Rated Power 150W

Protection Short circuit protected, over 
temperature protected

Input Connection 300mm (12”) Flying lead 
(hard wired)

Output Connector
2-pin Deutsch Quick 

Connect on 300mm (12”) 
flying lead

E X P LO R E  S E R I E S  AC  P OW E R  K I T

Mains power pack and power link cable for the Explore Series lights.Mains power pack and power link cable for the Explore Series lights.

TECHNICAL (POWER LINK CABLE)

Cable Specification 2x 14 AWG Tinned Copper 
8mm OD

Cable Length 1.8m

Connector End 1 2-pin Deutsch Quick 
Connect Plug

Connector End 2 2-pin Deutsch Quick 
Connect Socket

CONTENTS

PSU Unit

Power Link Cable

PART NUMBERS

Explore Series AC Power Kit 019904

COMPATIBLE PRODUCTS

Explore Series E3, E6, E7
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Specifications are subject to change without notice. Trademarks are the property of OceanLED.



Ocean LED Marine LTD / Tel +44 (0) 1455 637505 / sales@oceanled.com Ocean LED USA LLC / Tel +1 954 523 2250 / sales@oceanledusa.com

CONNECTION DIAGRAM

DIMENSIONS

Control Link Cable

Control Cable

Ethernet Cable Router
(For WiFi DMX)

TERMINATOR
KIT

Control Link Cable

Control Link Cable

110/220V AC

110/220V AC

AC POWER PSU

110/220V AC

110/220V AC

AC POWER KIT

AC POWER KIT

AC POWER KIT

AC POWER KIT

228mm / 90”

204mm / 80”

102cm / 40”

6
8

cm
 /

 2
7”

38
.8

 /
 1

6
”

228mm / 90”

204mm / 80”

102cm / 40”

6
8

cm
 /

 2
7”

38
.8

 /
 1

6
”


